
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Rhino Marine Products (Pty) Ltd 

41 Manhattan Street, Airport Industria 7490 

P.O. Box 173, Cape Town International Airport, 7525 

Company Registration - 2005/012752/07 

Vat Registration – 4500221421 

Factory:  +27 (0) 21-380-0068 

Sales:  +27 (72) 999-4114 

Accounts:  +27 (82) 325-3119 

www.rhinomarineboats.com 

 



 

With almost two decades of supplying HDPE boats to the off shore oil and gas industry we have come to understand 

that for many operations, workboats require maximum deck space, maximum payload capacity and maximum 

stability/sea worthiness. Our Rhino Deep-V sponson range have good deck space, payload and stability, however by 

eliminating the sponsons and replacing them with slab sided bulwarks these attributes are maximised. In working 

closely with our naval architects we ascertained that adapting our Deep V hull design with the SB gunwale design we 

could achieve a boat with increased payload, stability and deck space relative to our other designs. These attributes 

have resulted in the SB range being well suited as Workboats, SRP Dive Boats, Survey Vessels, Passenger Transfer 

Vessels, Cargo Transfer Vessels, Salvage Vessels, Water Taxi Vessels and more. The increased deck space design also 

results in a larger engine compartment for inboard installations which allow for twin inboard engines for our 750 

models and larger.  

Our design efforts have resulted in the Medium V Rhino SB Range (Slab Sided Bulwark) which is available is in SBH 

(heavy duty) and SBE (extra heavy duty). The SBH and SBE have the same hull design with the SBE version having the 

addition of a more robust forepeak structure with extra heavy duty D-fender arrangement. Both the SBH and SBE 

come standard with bow transfer hand rails and both are suited for use with off shore surfer type bow catchers. For 

frequent use with bow catchers we would recommend the SBE with more Robust forepeak structure. With a 

relatively light draft the SB is designed for operation in coastal, off-shore and riverine environments.  

 

 

 

 

 

 

 

 

 

 

 

The SB range has not been designed as a high speed vessel as it has been optimised for payload capacity and 

stability. However, the Medium-V SB hull is capable of decent speeds when fitted with appropriate propulsion. 

During sea trials we have attained speeds over 40 knots with our 750 SBH models paired with twin 150 HP outboard 

engines. The 600 can be supplied with jockey seat & console arrangement or open-deck for use with tiller operated 

outboard engines. Our preferred four stroke outboard engines are Yamaha, but we can also supply and install 

Mercury & Suzuki engines. For the off-shore oil and gas industry we offer the 600SBH/650SBE boats with Yanmar 

D40/D36 Outboard Diesel Engines in tiller or RC control.   The 750SBH/800SBE boats can also be supplied with 

Yanmar D40/D36 Outboard Diesel Engines or OXE Diesel Outboard Engines for higher HP requirements. Inboard 

diesel engine & jet/stern drive installations are available for 750 models and larger.  

Our standard console versions are supplied with HDPE console which can be positioned FWD, AFT or mid ships. T-

Top Canopy, Aluminium Frame Canopy, Enclosed Cabin and additional Seating Arrangements are available. Boats can 

be supplied with electrical, hydraulic steering and nav/coms systems. 

SBH SBE 

MEDIUM-V HULL 

SB-SRP SB-INBOARD 

Rhino Marine Products  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

800 SBE  600 SBH 

*SBH ALSO AVAILABLE IN 950 LENGTH *SBE ALSO AVAILABLE IN 1000 LENGTH 

650 SBE 750 SBH  

Rhino Marine Products  
MEDIUM-V SB RANGE 

*INBOARD PROPULSION AVAILABLE 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

600 SBH  

RHINO 600SBH/650SBE SPECIFICATIONS 

CLASS/CATEGORY: WORKBOAT-TENDER 

MATERIAL: HDPE 

ISO CATEGORY: C 

PROPULSION: SINGLE/TWIN OUTBOARD  

MAX REC POWER: 150 HP 

MAX REC SPEED: 30 KNOTS  

FUEL: GASOLINE/DIESEL 

LENGTH OVERALL: 5.89 m (SBH) 6.34 (SBE) 

BREADTH: 2.28m 

DEPTH HAND RAIL TO KEEL: 2.215 (SBH) 2.37 (SBE) 

LIGHT DRAFT: 0.25 m 

DRY WEIGHT: 1260 KG (SBH) 1376 KG (SBE) 

REC MAX PAYLOAD:  3670 KG 

MAX PERSONNEL: 7 (SBH) 8 (SBE)  

SHIPPING SPEC: SBH IN 20FT & SBE IN 40 FT CONTAINER 

** Yanmar D36/D40 Diesel Outboard Engines available. 

BOAT STRUCTURE 

COMPLETE MEDIUM V SB HULL  

HDPE CONSOLE WITH COXSWAIN LEAN POST 

BULWARK SEATING & UPSTAND 

ALU HATCH STERN COMPARTMENT 

HEAVY DUTY BOW D-FENDERS  

BOW TRANSFER HAND RAILS 

HEAVY DUTY BOLLARDS FWD & AFT 

BOW TOWING PAD EYE 

BOW ANCHOR COMPARTMENT  

BOW STORAGE HATCHES 

VARIOUS CLEATS & CONNECTING POINTS 

4-POINT LIFTING PAD EYES  

4-POINT WEBBED LIFTING SLINGS & SHACKLES  

WORK SAFE RUBBER DECK MATT 

*CANOPY & SEATING OPTIONS 

*ELECTRICS, STEERING & NAV/COM OPTIONS 
 

*ROBUST FOREPEAK STRUCUTRE  

*EXTRA HEAVY DUTY BOW D-FENDERS 

650 SBE EXTRAS 

& SAFE BOW-TRANSFER 

*FOR FREQUENT BOW-CATCHER USE 

*OR, CONSOLE CONTROLS & JOCKEY SEAT 

OPTION   

*OPEN DECK TILLER CONTROL 

600 SBH & 650 SBE LAYOUT  

650 SBE 

Rhino Marine Products  



 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

750 SBH  

RHINO 750 SBH SPECIFICATIONS 

CLASS/CATEGORY: WORKBOAT-TENDER-DIVE-TRANSFER  

MATERIAL: HDPE 

ISO CATEGORY: B 

PROPULSION1: SINGLE/TWIN OUTBOARD  

PROPULSION2: SINGLE/TWIN INBOARD-JET/STERN DRIVE 

MAX REC POWER: 400 HP 

MAX REC SPEED: 45 KNOTS  

FUEL: GASOLINE/DIESEL - BUILT IN ALU 260 L TANK 

LENGTH OVERALL: 7.64 m  

BREADTH: 2.27m 

DEPTH HAND RAIL TO KEEL: 2.37  

LIGHT DRAFT: 0.345 m 

DRY WEIGHT: 2060 KG  

REC MAX PAYLOAD: 4,285KG 

MAX PERSONNEL: 9   

SHIPPING SPEC: 40 FT CONTAINER 
 

STANDARD HDPE CONSOLE 

FWD/AFT CONSOLE & SEATING OPTIONS 

CANOPY & CABIN OPTIONS 

BOAT STRUCTURE 

COMPLETE MEDIUM-V 750 SBH HULL  

HDPE CONSOLE WITH COXSWAIN LEAN POST 

BULWARK SEATING & UPSTAND 

ALU HATCH STERN COMPARTMENT 

HEAVY DUTY BOW D-FENDERS  

BOW TRANSFER HAND RAILS 

HEAVY DUTY BOLLARDS FWD & AFT 

BOW TOWING PAD EYE 

BOW ANCHOR COMPARTMENT  

BOW STORAGE HATCHES 

BUILT IN 260 L ALU FUEL TANK SYSTEM 

VARIOUS CLEATS & CONNECTING POINTS 

4-POINT LIFTING PAD EYES  

4-POINT WEBBED LIFTING SLINGS & SHACKLES  

WORK SAFE RUBBER DECK MATT 

*CANOPY & SEATING OPTIONS 

*ELECTRICS, STEERING & NAV/COM OPTIONS 
 

750 SB-INBOARD 

Rhino Marine Products  



 

 

 

 

 

 

 

 

 

 

  

 

 

800 SBE 

RHINO 800 SBE SPECIFICATIONS 

CLASS/CATEGORY: WORKBOAT-TENDER-DIVE 

PROPULSION1: SINGLE/TWIN OUTBOARD  

PROPULSION2: SINGLE/TWIN INBOARD-JET/STERN 

MAX REC POWER: 400 HP 

MAX REC SPEED 45 KNOTS  

FUEL: GASOLINE/DIESEL  

MATERIAL: HDPE 

ISO CATEGORY: B 

LENGTH OVERALL: 8.1m  

BREADTH: 2.29m 

DEPTH HAND RAIL TO KEEL: 2.61m 

LIGHT DRAFT: 0.345 m 

DRY WEIGHT: 2475 KG  

RECOMMENDED MAX PAYLOAD: 3,830KG 

MAX PERSONNEL: 9   

SHIPPING SPEC: 40 FT CONTAINER 
 

800 SBE-SRP DIVE BOAT  

*SRP-UNIT MOUNTINGS  *RESCUE DAVIT  *DIVE LADDER 

BOAT STRUCTURE 

COMPLETE HDPE MEDIUM-V 800 SBE HULL  

*ROBUST FOREPEAK STRUCTURE  

*EXTRA HEAVY DUTY FENDER ARANGEMENT 

HDPE CONSOLE WITH COXSWAIN LEAN POST 

BULWARK SEATING & UPSTAND 

ALU HATCH STERN COMPARTMENT 

BOW TRANSFER HAND RAILS 

HEAVY DUTY BOLLARDS FWD & AFT 

BOW TOWING PAD EYE 

BOW ANCHOR COMPARTMENT  

BOW STORAGE HATCHES 

BUILT IN 260 L ALU FUEL TANK SYSTEM 

VARIOUS CLEATS & CONNECTING POINTS 

4-POINT REINFORCED LIFTING PAD EYES  

4-POINT WEBBED LIFTING SLINGS & SHACKLES  

WORK SAFE RUBBER DECK MATT 
*CANOPY, STEERING, ELECTRICS, NAV/COMS OPTIONS 

 

*SRP ELECTRICAL SYSTEM  

Rhino Marine Products  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

950 SBH & 1000 SBE  

RHINO 950 SBH SPECIFICATIONS 

CLASS/CATEGORY: Category B  

PROPULSION1: SINGLE/TWIN OUTBOARD  

PROPULSION2: SINGLE/TWIN INBOARD-JET/STERN 

MAX REC POWER: 900 HP 

MAX REC SPEED 45 KNOTS  

FUEL: GASOLINE/DIESEL BUILT IN ALU 450 L TANK 

MATERIAL: HDPE 

ISO CATEGORY: B 

LENGTH OVERALL: 9.7m  

BREADTH: 2.29m 

DEPTH HAND RAIL TO KEEL: 2.61m 

LIGHT DRAFT: 0.345 m 

DRY WEIGH: 3250 KG  

RECOMMENDED MAX PAYLOAD: 4500 KG 

MAX PERSONNEL: 11  

SHIPPING SPEC: 40 FT CONTAINER 
 

 

*SPECIFICATIONS IN THIS DOCUMENT ARE CIRCUMSTANTIAL & SUBJECT TO 

CHANGE. DRY WEIGHT, PAYLOAD AND PERSONNEL CAPACITY WILL VARY 

DEPENDING ON PROPULSION, EQUIPMENT & SUPER STRUCTURE INSTALATIONS. 

BOAT PERFORMANCE WILL VARY IN DEFFERENT SEASTATE CONDITIONS.  

    

RHINO 1000 SBE SPECIFICATIONS 

CLASS/CATEGORY: Category B  

PROPULSION1: SINGLE/TWIN OUTBOARD  

PROPULSION2: SINGLE/TWIN INBOARD-JET/STERN 

MAX REC POWER: 900 HP 

MAX REC SPEED 45 KNOTS  

FUEL: GASOLINE/DIESEL BUILT IN ALU 450 L TANK 

MATERIAL: HDPE 

ISO CATEGORY: B 

LENGTH OVERALL: 10.1 m  

BREADTH: 2.29m 

DEPTH HAND RAIL TO KEEL: 2.61m 

LIGHT DRAFT: 0.345 m 

DRY WEIGHT: 3600KG  

RECOMMENDED MAX PAYLOAD: 4500 KG 

MAX PERSONNEL: 11  

SHIPPING SPEC: 40 FT CONTAINER 
 

Rhino Marine Products  


